BTL Specified Tests – Update 4/10/2007

(BTL Specified Tests 3.1.0)
9.10.1.X3
Accepts 24 Hour Lifetimes

Reason For Change: BTL added 24 hr requirement and no test exists fort his in 135.1. This test is not in any proposal.

Purpose: To verify that the IUT correctly accepts lifetimes of at least 24 hours. Either confirmed or unconfirmed notifications may be used but at least one of these options must be supported by the IUT.

1.
TRANSMIT SubscribeCOV-Request,



'Subscriber Process Identifier' =
(any valid process identifier),



'Monitored Object Identifier' =
(any object supporting COV notifications),



'Issue Confirmed Notifications' =
TRUE | FALSE,



'Lifetime' =


86400

2.
RECEIVE BACnet-SimpleACK-PDU

3.
WAIT Notification Fail Time

4.
IF (the subscription was for confirmed notifications) THEN



RECEIVE ConfirmedCOVNotification-Request,




'Subscriber Process Identifier' =
(the same identifier used in the subscription),




'Initiating Device Identifier' =
IUT,




'Monitored Object Identifier' =
(the same object used in the subscription),




'Time Remaining' =

(the requested subscription lifetime),




'List of Values' =


(values appropriate to the object type of the 

 






monitored object)


ELSE



RECEIVE UnconfirmedCOVNotification-Request,




'Subscriber Process Identifier' =
(the same identifier used in the subscription),




'Initiating Device Identifier' =
IUT,




'Monitored Object Identifier' =
(the same object used in the subscription),




'Time Remaining' =

(the requested subscription lifetime),




'List of Values' =


(values appropriate to the object type of the 

 






monitored object)

5.
TRANSMIT SubscribeCOV-Request,



'Subscriber Process Identifier' =
(the same identifier used in the subscription),



'Monitored Object Identifier' =
(the same object used in the subscription)

